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EXTERNAL GROUND LUG WITH ——_]| -
BOLTED CONNECTOR SUITABLE «
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OR CONCRETE
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STAINLESS STEEL HOOK TYPE
BOLTS EMBEDDED MINIMUM OF
6" IN CONCRETE AND

L-858 SIGN

NOTES:

SEE LIGHTING LAYOUT SHEET(S) FOR
SIGN LEGEND, LOCATION, TYPE, SIZE,
STYLE, AND CLASS.

NUMBER AND SPACING OF LEGS AS
PER MANUFACTURER'S REQUIREMENTS.

STAINLESS STEEL NUTS (TYP.)—|
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HAS BEEN OBTAINED FROM EXISTING RECORDS. NEITHER THE OWNER
NOR THE ENGINEER ASSUMES ANY RESPONSIBILITY WHATSOEVER, IN
RESPECT TO THE ACCURACY OR SUFFICIENCY OF THE INFORMATION AND
THERE IS NO GUARANTEE, EITHER EXPRESSED OR {MPLIED, THAT THE
CONDITIONS ARE REPRESENTATIVE OF THOSE 70 BE ENCOUNTERED IN
THE CONSTRUCTION.
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GENE! OTES

SEE LIGHTING LAYQUT SHEET FOR SIGN LEGEND, LOCATION,
TYPE, SIZE, STYLE, AND CLASS.

SEE SHEETS....___THROUGH_______ FOR ELECTRICAL NOTES.
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CONNECTOR SUITABLE FOR DIRECT BURIAL
IN EARTH OR CONCRETE

FINISHED GRADE

|

§l | _—~—610 CONCRETE 4" MIN. THICK
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THE EXTENSION

3/8" THICK (MIN.) GALVANIZED STEEL

INCLUDE INTERNAL & EXTERNAL GROUND LUGS

(REQUIRED PER FAA AC 150/5345-42F)

COVER PLATE WITH STAINLESS STEEL

BOLTS.

610 CONCRETE—x
4" MIN. THICK |}

BUSHING WITH NO '

SQUEEZE CONNECTORSZ -]

INCLUDE INTERNAL & EXTERNAL GROUND LUGS BREAKABLE COUPLING
(REQUIRED PER FAA AC 150/5345-42F) BASE PLATE
SMOOTH TROWEL FINISH
FINISHED GRADE: (SLOPE TO DRAIN)

1—L-B67, CLASS 1,

REIL_BASE DETAIL
(NOT TO SCALE)

SIZE D, 24" BASE

BUSHING WITH NO
SQUEEZE CONNECTORS

iﬁ" HUB CONDUIT

EXTENSION (6 MIN.)

SMOOTH TROWEL. FINISH 6 ..__.15 10 PULL WIRE
(SLOPE TO DRAIN) | — ,

/ o
FINISHED GRADE- |’

610 CONCRETE
4" MIN. THICK

(NOT TO SCALE)

SIZE B, 24" BASE

»

1-867 EXTENSION SIZE B,
CLASS |, 3" DEEP

DETAIL "A”
(NOT TO SCALE)

=7;—;—.: B o NN
1/2" ¢ REBARS )J/X—-/
12" LONG

2A—L-867, CLASS IA, = \

PLUG /J/

| s [ T A ba
3" HUB CONDUIT

EXTENSION (6" MIN.)

TRANSFORMER BASE/SPLICE CAN DETAIL

(NOT TO SCALE)

(NOT TO SCALE)

Nl COPPERCLAD
1867 BASE GROUND ROD
6" MINIMUM 5/8" DA x
SAND BACKFILL B'L (MIN.)
COVER FOR

L-867 BASE

LOCK WASHER AND
STAINLESS STEEL BOLTS

NEOPRENE
GASKET

/2" o REBAR—"]

‘3 74

\—SECONDARY LEAD WITH CLASS A
CONNECTOR (MALE AND FEMALE)

4—-DUCT BANK

(NOT TO SCALE)

ALP. PROJ.: 3—-17-0085-Bt

QUINCY REGIONAL AIRPORT
BALDWIN FIELD
ADAMS COUNTY, ILLINOIS

I, PROJ.: UIN-3690

00
03719/07
03/19/07
03/19/07

40
03/19/07
MH
MLH
JOW

N/A

Ne.

LAYOUT
DRAWN
REVIEWED

HEl Proj
Filenarne
Scale

te

1525 South Sixth Strest
Springfield, liincis 82703-2885
Offices Natiorwids

Hanson Prefessional Services inc.

<& HANSON

REALIGN, WIDEN
AND REHABILITATE
PROPOSED
ELEGTRICAL
DETAILS

— | TAXIWAY "C" - PHASE 2

!

N\ 17 of 29 sheets )




